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1. UTILITIES SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL
UTILITIES LOCATED UPON OR ADJACENT TO THE SURVEYED PREMISES.
EXISTING UTILITY LOCATIONS ARE APPROXIMATE ONLY.  THE CONTRACTOR
SHALL FIELD VERIFY ALL UTILITY CONFLICTS.  ALL DISCREPANCIES SHALL BE
REPORTED TO THE ENGINEER. THE CONTRACTOR SHALL CONTACT DIG SAFE
(888-344-7233) PRIOR TO ANY CONSTRUCTION.

2. PROPERTY LINE INFORMATION IS APPROXIMATE AND BASED ON EXISTING TAX
MAP INFORMATION.  THIS PLAN IS NOT A BOUNDARY SURVEY AND IS NOT
INTENDED TO USED AS ONE.

3. SITE INFORMATION & TOPOGRAPHY IS BASED ON A FIELD SURVEY PERFORMED
BY BRADFORD L. HOLDEN SEPTEMBER 2014 AND HAS NOT BEEN FIELD VERIFIED
BY CEA.  BRADFORD L. HOLDEN SURVEY ORIENTATION IS "GRID NORTH",
VERMONT COORDINATE SYSTEM OF 1983 (HORIZONTAL) AND NAVD88
(VERTICAL),  VERTICAL DATUM WAS DERIVED FROM NGS BENCH MARK A65
(PID-PG1569) NAVD 88 DATUM. ELEVATION = 287.40 FEET (GEOID 12A).
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STORMWATER SYSTEM MAINTENANCE REQUIREMENTS:

1. THE SYSTEM SHALL BE INSPECTED ANNUALLY AFTER
SPRING SNOW MELT, PRIOR TO JUNE 15TH. THE
INSPECTION SHALL EVALUATE THE OPERATION AND
MAINTENANCE AND CONDITION OF THE STORMWATER
COLLECTION, TREATMENT, AND CONTROL SYSTEM.

2. THE OWNER SHALL PREPARE AN ANNUAL
INSPECTION SUMMARY WHICH SHALL BE SUBMITTED
TO  THE BURLINGTON DEPARTMENT OF PUBLIC
WORKS BY JULY 1ST OF EACH YEAR. THE REPORT
SHALL INCLUDE THE DATES AND DETAILS OF ALL
STORMWATER SYSTEM MAINTENANCE AND REPAIRS
PERFORMED IN THE PREVIOUS YEAR.

3. THE INSPECTION A SHALL INCLUDE AN EVALUATION
OF ALL CATCH BASINS AND MANHOLES,  THE
UNDERGROUND DETENTION PIPE, AND THE
COURTYARD RAINGARDEN. THESE STRUCTURES SHALL
BE INSPECTED FOR SEDIMENT ACCUMULATION AND
STABILITY.

4. SEDIMENT  SHALL BE REMOVED FROM THE CATCH
BASINS AND MANHOLE WHEN THE SEDIMENT LEVEL IS
WITHIN 10" OF THE PIPE INVERT. THERE ARE 4 CATCH
BASINS AND ONE MANHOLE ON SITE. REMOVE ANY
DEBRIS FROM STRUCTURES.

5. INSPECT  OUTLET STRUCTURES (CB'S 2&4) FOR
CLOGGING OR DEBRIS AT FLOW CONTROL ORIFICES.
CLEAR ORIFICES AS NEEDED.

6. ENSURE THAT THE RAINGARDEN OVERFLOW GRATE IS
CLEAR OF DEBRIS, MULCH, STONE OR VEGETATION.

7. REMOVE AND REPLACE ANY DEAD OR DAMAGED
PLANTINGS WITHIN THE RAINGARDEN.
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